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ANEXO 2
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[image: image6.png]Square Wave TIG 175 PRO
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High volume water removal.
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Five models cover all the ground. Fast.




[image: image35.png]Model
Weigh (kg

Height mm)

Width (mm)

Length ()

Sizzofplte (W & L) mm)
Forvardsped ()
Compacted area sq. )
Vibration frequenty
Cenrfugal orce (bg)
‘Compaction depth mm)
Eagine (kW)

Drive



[image: image36.png]VPC-80

183 s, (83)
5 (850)

165 (420)

BT (1110)

165" x234" (420x595)
6575 fumin, (21-23)
54236330 sg. o (303559
1w

35801bs. (1624)

15" (381)

55 HP (41) Honda
50HP(3.7) B&SIP
Centifgalchch

with V belis




[image: image37.png]



[image: image38.png]Concrete Mixers

he ideal mix of dependability
and economy.




[image: image39.png]Durable, continuously
welded, abrasion-resistant

drums,

ring
gear and drive gears run \
smoother and longe: |

Non-slip drum lock provides _
wsitive positions,

Large, easy-to-control
handwheel with lube fitting
and wming extension

Pinile standard)
or ball hitch (optional). !
Long, well-positioned )

tow poles.

Solid welded frames extend
full length of mixer 10
support and protect engine,
housing and drum. Prevents
warping, promotes alignment
of drive train

bend, even after
extended use, Leaf springs
standard on CM6
MO models for extra





[image: image40.png]ammers




[image: image41.png]


[image: image42.png]Model
Weight (ke)

Height (mm)

Widih (mm)

Length (mm)

Shos size (W x L) (ram)
Blows/min.

Stroke (mm)

Travel speed (m'm)
Compacted srea (sg. mhr)
Impact forceblow (kg)
Engine

HP (+)

Tranemission.



[image: image43.png]VRC-60HD

130 Ibs. (60)

39" (990)

147 (355)

264" (670)

117 x 13" (280 x 330)
570-635

16°-2.4° (40:60)

27-44 fu/min, (§.2-13.4)
1442-2346 sg, e (135-220)
2350 Ibs, (1066)

Robin ECOSD

33(23)
Direct Oil





